
1-866-509-0715 www.liquidsystems.net
9-1

S
o

il
 S

a
m

p
li
n

g
/A

g
ro

n
o

m
y

E
q

u
ip

m
e

n
t

Soil Sampling/Agronomy Equipment

2450 Soil Sampler (pickup mounting)

Model 2400 In Cab Sampler

Model 2450 Truck Mount Soil Sampler

DESCRIPTION PART #
2450 truck mount AMPLI2450
24” Replacement “C” probe AM1031407
Probe scraper AM1018240
Probe tip (dry conditions) AM1040969
Probe tip (normal/wet conditions) AM1030206

STANDARD FEATURES:
• Fast - only 12 seconds to retrieve a  24” 
  (60 cm) soil sample
• Easily mounted on pickup in minutes. 
• Designated soil sampling vehicle is not 
  required
• Various probe tips available for varying 
  soil conditions
• Available with air blast tip cleaner and dual 
  zone collection system
• Shipping size, 87”W x 25”L x 32”H, weight 
 • 500 lbs.

STANDARD FEATURES:
• Mounts inside cab of most vehicles
• Manual collection of samples
• Push-button controls with 10’ cord
• Cycle time: 11 - 17 seconds
• Sample depth of 0 - 24 inches
• 12 volt electric over hydraulic power unit
• Samples through frozen ground
• Quick attach probe
• Direct push sampler
• Stainless steel sapling parts
• Approx. weight: 200 lbs.
• Shipping size, 1 box, 2 Bkts, 1 probe, weight 170 lbs.

STANDARD FEATURES:
• Fast 0-24” sample in 10 - 12 sec.
• Use in all soil including frozen 
  ground 
• Collection bucket is removable 
  while seated on ATV 
• Easy mounting and dismounting
• Shipping size, 61”W x 25”L x 29”H,  
  weight 400lbs.

Model 2024 ATV Mount Sampler

DESCRIPTION PART #
2024 ATV mount AMPLI2024
ATV Sampler, Truck Mount Option PPATVSTMO

DESCRIPTION PART #
2400 In cab sampler AM2400IC
Slotted probe AM1060031


